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Lipid Layer Enhancer / Emulsifier W/O

INCI name(s)
Glyceryl Oleate

Chemical description
Glyceryl monooleate

Physical form:
Almost white paste with mild inherent odor

Molecular weight
approx. 350 g/mol

CASR-No. Ingredient Remark
68424-61-3 Glycerides, C16-18 and C18-unsatd. mono- and

di-

Characteristic values
The specifications stated in the paragraphs 'Quality control data' and 'Additional product descriptive data' finally
and conclusively describe the properties of the product.

Quality control data
(Data which is used for quality release and is certified for each batch.)

Test property Specification Test method
Appearance Corresponds to the standard Internal method 930006
Odor Corresponds to the standard Internal method 930007
Monoglyceride 90.0 - 100.0 % AOCS CD 11B
Acid value 0.0 - 3.0 mg KOH/g DGF C-V 2
Iodine value 60.0 - 75.0 g l/100 g DGF C-V 11A
Saponification value 150.0 - 160.0 mg KOH/g DGF C-V 3
Peroxide value 0.0 - 2.0 meq O2/kg DGF C-VI 6A

Additional product descriptive data
(Data which is proven statistically but not determined regularly.)

Test property Specification Test method
Free glycerine 0.0 - 2.0 % Internal method 1547
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Storage information
 Shelf life
12 months

Storage temperature
< + 30 °C

Storage conditions
In original sealed containers and protected from moisture

Additional information
To melt the product for handling heat to 50 °C and when molten, homogenize and use the product immediately.
Avoid local overheating; Under no circumstances may steam or an electric heating system be used to raise
the temperature of the product in order to avoid oxidation. Depending on storage duration and temperature
the peroxide value may increase above the limit determined at product release. However, the product quality
is not negatively influenced if the peroxide value is below 5.0 meq O2/kg.

The product is protected from oxidation through the addition of mixed tocopherols and on storage raised
temperature should be avoided to reduce depletion of the antioxidant to a minimum.

Stabilising additives / Auxiliaries
Preservatives
not present

Antioxidants
Mixture of tocopherols / ascorbylpalmitate / lecitin and mono/diglyceride of nutrient fatty acid esterified with
citric acid

Solvents
not present

Others
not present
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General information
Raw material basis
Vegetable: (glycerine, sun flower oil)

Composition hints for finished product label
INCI Components
INCI Name (US/EU/CN) Content
Glyceryl Oleate Complete *
 * Complete means conclusively describes the substance

Auxiliaries
INCI Name (US/EU/CN) Content
Lecithin approx. 0.03 %
Ascorbyl Palmitate approx. 0.02 %
Tocopherol approx. 0.02 %
Hydrogenated Palm Glycerides Citrate approx. 0.01 %

Product properties
Solubility
Ethylether: freely soluble
Chloroform: freely soluble
Petrolether: freely soluble
Ethylalcohol: freely soluble
Paraffin oil: freely soluble
Water: practically insoluble

Miscellaneous information
Example of use
The product is used as nonionic emulsifier and coemulsifier for the production of cosmetic W/O emulsions.
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Intended for use as cosmetic ingredient

Disclaimer
This document, or any answers or information provided herein by BASF, does not constitute a legally binding obligation of BASF. While the descriptions,
designs, data and information contained herein are presented in good faith and believed to be accurate, it is provided for your guidance only. Because many
factors may affect processing or application/use, we recommend that you make tests to determine the suitability of a product for your particular purpose prior to
use. It does not relieve our customers from the obligation to perform a full inspection of the products upon delivery or any other obligation.NO WARRANTIES
OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE,
ARE MADE REGARDING PRODUCTS DESCRIBED OR DESIGNS, DATA OR INFORMATION SET FORTH, OR THAT THE PRODUCTS, DESIGNS,
DATA OR INFORMATION MAY BE USED WITHOUT INFRINGING THE INTELLECTUAL PROPERTY RIGHTS OF OTHERS. IN NO CASE SHALL THE
DESCRIPTIONS, INFORMATION, DATA OR DESIGNS PROVIDED BE CONSIDERED A PART OF OUR TERMS AND CONDITIONS OF SALE.


